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iQ700, |nducti0n hOb, 80 cm, BIaCk, v flexInduction Plus — Smart, extendable cooking zone adapts to your
k
EX875KYV1E cootare

v For easy operation and good readability from any viewing angle -
TFT Touchdisplay.

v Home Connect: Information about your cooktop, no matter where
you are via smartphone or tablet.

v fryingSensor Plus — No more burning or scorching your meals.

v powerMove Plus enables intuitive control thanks to three heating
zones with different temperatures, just by moving the pan

Technical Data

Product name/family : Cooking zone ceramic

Construction type : Built-in

Energy input : Electric

Total number of positions that can be used at the same time : 4
Min. required niche size for installation (HXWxD) : 51 x 750-780 x
490-500 mm

Width of the appliance : 812 mm

Dimensions : 51 x 812 x 520 mm

Dimensions of the packed product (HXWxD) : 126 x 953 x 608 mm
Net weight : 15.0 kg

Gross weight : 18.7 kg

Residual heat indicator : Separate

Location of control panel : Hob front

oD | | e powerMove Color of surface : Alu, brushed, Black

o - o Length of electrical supply cord : 110.0 cm

EAN code : 4242003927212

Voltage : 220-240 V

Frequency : 50; 60 Hz

1 x adjustment strip 750 - 780 mm

42

HZ9SE040 4 pieces Set 420037927212

HZ9SE030  Set of 2 pots and 1 pan

HZ394301 Connecting strip

HZ390522  Griddle Plate

HZ390512  Teppan Yaki (large)

HZ390012  Steaming Rack for Stainless Steel roaste
HZ390011  Stainless Steel roaster with glas lid

Manufactured by <BSH Legal Name> under Trademark License of Siemens AG
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iQ700, Induction hob, 80 cm, Black,
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Dimensioned drawings
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